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How to use the upgrade tool for 1735
How to upgrade your 1735 Firmware

Step 1 Download the upgrade tool and the firmware file from the Fluke webpage and save it on your PC.
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Step 2 Install the upgrade tool by double click on the exe file.
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Follow the Setup Wizard
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Welcome to the Fluke 1735
Upgrade Setup Wizard
This will install Fluke 1735 Upgrade on your computer.

Itis recommende that you close ol ther applications before
conliuing,

Click Nextto continue, o1 Cancel o exit Setup.





Choose the suggested directory

[image: image5.png]Select Destination Location
‘Where should Fluke 1735 Upgrade be instalic?

() Setp villnsal ke 1735 Upgrade o the clowing folde:

Ta continue, click Nest If you would ke to select  diferent folder, lick Browse.
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Delete previous firmware files
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Selectthe addiional tasks you would ke Setup o perform whi instaling Fuke 1735
Upgrade, then click Next

Addiional icons:
[ Create a desktop icon
[ Create a Quick Launchicon

Delete previous fimwate fies





and click on “Install”
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Setup i now readly o begin insaling Fluke 1735 Upgrade on your computer.

Click Instll to continue with the instalation, o cick Back if you want o revisw or
change any seltings.

Destinaton locatcr:
C:AProgamme\Fluke\Fluke 1735 Upgrads.

Start Menu folder:
Fluke\Fluke 1735 Upgrade.

Addiional tasks:
Delete previous fimwate fies





wait until the installation has finished and click “Finish” to end the upgrade.
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Completing the Fluke 1735
Upgrade Setup Wizard

Setup has finished instaling Fluke 1735 Upgrade on your
computer. The application may be launched by selecting the
instaled icors.

Clck Firsh to st Setup.





Step 3 Start the Program form “Start”-Programs-Fluke-Fluke 1735 Upgrade-Fluke1735 Upgrade.
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Now connect your instrument (1735) via RS232 with your PC turn the instrument OFF and choose the right COM Port. 
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If your COM Port is not valid please make sure that your COM Port is not used by a different program or choose another COM Port.
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Step 4 Upgrade your instrument with the downloaded firmware file 
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Copy the downloaded firmware file to the folder: C:\Programme\Fluke\Fluke 1735 Upgrade\Download
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Now click on and choose the firmware file
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Now the button Start will change to black
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Switch on the instrument and check that the display remains black. If the instrument starts up normally you likely have to select a different COM Port. As soon you have selected the correct COM Prot click Start to start upgrading.
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After finishing the upgrade click on Ok
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The Logger has been upgraded successfully. Disconnect
the R$232 cable either from the PC or the 1735. Turn the
Lagger off and on again and verify that the logger starts up
nommally and shows the new firmware version number on the
startup screen. Reconnect the cable before using Power Log.





Now switch your instrument OFF and ON again and check in the startup screen if the firmware version is 1.04

Step 5 Problems If there are any problems while running the upgrade toll e.g. connection failure, software crash or so on, until the load is finished. Please disconnect the instrument and start the whole procedure again (Step 3).
If you have problems by connecting the instrument to the COM Prot please try to use a different PC (may be a desktop instead of a Laptop.

Are there any further problems please contact your local Fluke support!
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